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1. Push the (SCEP41) Shotpac Cartridge End Plug into    
cartridge.   

 

 

 

 

 

 

2. Screw on the (SCRN) Shotpac Retainer Nut until    
      tight.     

 

 

 

 

 

 

3. Slip on a Shotpac Cartridge Ejector Disc (SED).  

 

 

 

 

 

 

 

 

4.   Hold cartridge upright (nozzle end up).  

    

 

 

 

 

 

 

5.   On a flat surface, place plunger next to the cartridge 
and mark a line flush or higher to the plunger on each 
side. 

RAPIDSHOT Cartridge Setup 

BEFORE FILLING 4:1 CARTRIDGES: 
The 4:1 cartridges have a small protrusion on the 
nose, just above the threaded portion. This must 
be cut off in order to attach a mixing nozzle.  
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3.   Squeeze the can or use a funnel to pour the A side. Fill to the line we marked earlier. 
 

 

 

 

 

 

 

 

4. Push 
the Shotpac Cartridge Plunger (SCP) into the cartridge until the plunger is below the top of    

      the cartridge. 
 

 

 

 

 

 

 

 

5.  Push in the Cartridge Plunger Plug (SPP) into the plunger until bottomed. A hammer and dowel    
     may be used to lightly tap the plug into place. 

Filling RAPIDSHOT Cartridges 

Bolts 

Clamps 

1.    Secure the stand to a table using clamps or bolts.  

2. Insert the cartridges into slots. 

*Repeat steps 3-5 for the B side  

Open Closed 
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4.  Push an RS mixer onto the cartridge. 

2.  Disengage the metal Ejector Disc (SED) from end plug and   
     remove retainer nut.    

1. Unscrew the Cartridge Retainer Nut (SCRN) while the cartridge 
is in the upright (vertical) position. 

Using the RAPIDSHOT  

5.  Slip the retainer nut over the RS mixer and tighten. 
     

3. Choose the appropriate static mixer for your material.  
 

        *NOTE: Flow can be increased by cutting the tip of the  
   RAPIDSHOT mixer and creating larger openings. 
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Using the RAPIDSHOT  

6.  Snap the loaded Shotpac assembly into RAPIDSHOT gun until 
      it locks.   

7. Attach the air supply. (gun will not exceed 73 PSI)  

8.  Aim the RAPIDSHOT gun almost vertical into a waste container.     
      (Safety glasses should be worn) Press the trigger and shoot for  
      a few seconds to eliminate air. 

9.  Adjust flow with air adjustment located at the base of the  
     Handle. (gun will not exceed 73 PSI) 

10. Aim and press trigger to dispense material.  Let go of trigger to  
      stop.  
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Cartridge Removal & Storage 

1.  Press red reverse button located on the backside of the handle       
       until the pushers retract. 

2.  Press the cartridge ejector button on bottom side of the gun’s  
      cartridge holder.  The Cartridge “pops up” 
 

3. Remove the Shotpac cartridge assembly. 
  

 

4. When finished disconnect air from the RAPIDSHOT gun. 

5.  If partially used, place the cartridge in a vertical position (nozzle 
side up).If empty, dispose of properly.  
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6.  Unscrew retainer nut and remove mixer. (Dispose of properly) 

7.  Use a new (SCEP) Cartridge End Plug, (SED) Ejector Disc,  
       and (SCRN) Retainer Nut. 

8.  Push (SCEP) Cartridge End Plug into the cartridge.
   

   *NOTE: (SCEP) Cartridge End Plug must be wiped     
    thoroughly before being reused. Place it back in the     
    same way it was taken out. 

Cartridge Removal & Storage 

 

10.  Slip on a Shotpac Cartridge Ejector Disc (SED). 

9.  Screw on the (SCRN) Shotpac Retainer Nut until tight. 
    

 

11.  Place used cartridge back on the stand for storage. 
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4:1 Conversion Procedure 

In order to use the RapidShot with a 4:1 ratio cartridge, there are a few pieces of hardware that must 
be changed. These parts include the cartridge cradle and the lower piston head. 

Piston Heads 

Cartridge Cradle 

1) 4:1 Cartridge Cradle 

2) Bolts (2) 
3) Large Piston Head (extra) 
4) Small Piston Head 

Conversion Kit Contents 

2 

3 

4 

1 

1:1 & 2:1 Setup 4:1 Setup 

1) Remove the cartridge cradle by squeezing the four tabs towards the middle of the gun and lifting    
      out. 

2)  Replace 1:1/2:1 cradle with the 4:1 cradle  

3)  Using a 5/32” Allen wrench, remove the bolt from the lower piston head and replace with smaller  
      diameter head. 
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RAPIDSHOT Gun Assembly #RGA 11/21/41: 
Includes:  

 1 RAPIDSHOT gun RSG4 

 3 Shotpac Kits* (buyer’s choice) 
 12 RSM6 Mixers 

 12 RSM8 Mixers 

 12 RSM10 Mixers 

 12 RSM8SQ mixers 

 1 Cartridge Filling Stand 

 1 RAPIDSHOT Color Users Guide 

           1 4:1 Conversion Kit 

*  PLEASE SEE NEXT PAGE FOR COMPLETE SHOTPAC KIT CONTENTS 

RAPIDSHOT Gun Assembly 

In the RAPIDSHOT starter pack, pick 3 Shotpac Kits of any size.  

Shotpac Kit Choices:  
SK11 - 1:1 Ratio 

SK21 - 2:1 Ratio 

SK41 - 4:1 Ratio 

Mixer Sizes: (12 per bag) 
RSM6 - 6mm diameter 
RSM8 - 8mm diameter 
RSM10 - 10mm diameter 
RSM8SQ -  8mm Square 

Buyer’s Choice! 

For 1:1, 2:1 and 4:1  Mix Ratios by Volume 

How To Order 
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SK21  (2:1 by volume) 
Includes: 
 12 (SC21) Cartridges 

 12 (SP2) Plungers 

 12 (SP3) Plungers 

 24 (SPP) Plunger plugs 

 12 (SCEP) End plugs 

 12 (SED) Ejector discs 

 12 (SCRN) Retainer nuts 

SK11  (1:1 by volume) 
Includes: 
 12 (SC11) Cartridges 

 24 (SP1) Plungers 

 24 (SPP) Plunger plugs 

 12 (SCEP) End plugs 

 12 (SED) Ejector discs 

 12 (SCRN) Retainer nuts 

(SCEP) End Plugs 

(SCRN) Retainer Nuts 

(SED) Ejector Disks 

(SPP) Plunger Plugs 

(SP2) Plunger 

(SP1) Plungers 

(SP3) Plunger 

(SC21) Cartridge 

(SC11) Cartridge 

Shotpac Kits 
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SK41  (4:1 by volume) 
Includes: 
 12 (SC41) Cartridges 

 12 (SP6) Plungers 

 12 (SP7) Plungers 

 24 (SPP) Plunger plugs 

 12 (SCEP41) End plugs 

 12 (SED) Ejector discs 

 12 (SCRN) Retainer nuts 

Shotpac Kits  (cont.) 

(SCEP41) End Plug 

(SCRN) Retainer Nuts 

(SED) Ejector Disks 

(SC41) Cartridge 

(SPP) Plunger Plugs 

(SP6) Plunger 

(SP7) Plunger 
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    All individual components can also be purchased separately in packs of 12.   
    

 

 

   Shotpac Components - (12 per bag) 
 

    SC11  Cartridges (1:1 by volume) 
    SC21  Cartridges (2:1 by volume) 
    SC41  Cartridges (4:1 by volume) 
    SP1  Plungers (for 1:1 by volume) 
    SP2  Plungers (for 2:1 large side) 
    SP3  Plungers (for 2:1 small side) 
    SP6  Plungers (for 4:1 large side) 
    SP7  Plungers (for 4:1 small side) 
    SPP  Plunger Plugs 

    SCEP  End Plugs (for1:1 and 2:1 cartridges) 
    SCEP41 End Plugs (for 4:1 cartridges) 
    SED  Ejector Disc 

    SCRN  Retainer Nuts 

 

 

    

 

   MIXERS - (12 per bag) 

    

 

    RSM6   Mixer  (6mm diameter) 
     

    RSM8   Mixer  (8mm diameter) 
 

    RSM10 Mixer  (10mm diameter) 
 

    RSM 8 SQ Mixer (8mm Square) *Recommended 

Shotpac Components 

* For more information regarding the Rapidshot Gun, components, or if you would like 
to place an order, Please contact a Hapco Representative at: 

1-800-SAY-HAPCO 
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Hapflex Volume Ratio A:B Shotpac # 

1021 1:2 SK 21 

1056 1:4 SK 41 

1056-5 1:4 SK 41 

   

540 / 540-3 2:1 SK 21 

541 / 541-3 2:1 SK 21 

543 2:1 SK 21 

   

560/560-6 2:1 SK 21 

561/561-6 2:1 SK 21 

564 2:1 SK 21 

   

565/565-3 1:1 SK 11 

566/566-3 1:1 SK 11 

   

595/595-3 2:1 SK 21 

596/596-3 2:1 SK 21 

598/598-3 2:1 SK 21 

599 2:1 SK 21 

   

665/665-3 2:1 SK 21 

666/666-3 2:1 SK 21 

668/668-3 2:1 SK 21 

669 2:1 SK 21 

   

780/780-5 4:1 SK 41 

781/781-5 4:1 SK 41 

  

Certain Hapco materials may be used with the RAPIDSHOT Dispensing Equipment.        

HAPFLEX 

RAPIDSHOT Materials Selection  
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Di-Pak Volume Ratio A:B Shotpac # 

Elastomeric   

E-4540/4540-3 1:1 SK 11 

E-4541/4541-3 1:1 SK 11 

E-4565/4565-3 1:1 SK 11 

E-4566/4566-3 1:1 SK 11 

E-4568 1:1 SK 11 

E-4901-2/4901-10/4901-30 1:1 SK 11 

E-4595/4595-3 2:1 SK 21 

E-4596/4596-3 2:1 SK 21 

E-4665/4665-3 2:1 SK 21 

E-4666/4666-3 2:1 SK 21 

E-4888 4:1 SK 41 

E-4889 4:1 SK 41 

E-4021 4:1 SK 41 

E-4056/4056-5 4:1 SK 41 

   

Rigid   

R-4242/4243 1:1 SK 11 

R-4307 1:1 SK 11 

R-4525/30 4:1 SK 41 

R-4528/40 4:1 SK 41 

R-4545/17 2:1 SK 21 

R-4545/40 2:1 SK 21 

R-4806 1:1 SK 11 

R-4807 1:1 SK11 

R-4912 1:1 SK11 

R-4260 1:1 SK11 

   

   

   

   

   

DI-PAK 
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 HAPWELD  

Hapweld Volume Ratio A:B Shotpac # 

36,37,38,39 1:1 or 2:1 SK 11 or SK 21 

390 4:1 SK 41 

661 2:1 SK 21 

1384 1:1 SK 11 

   

 ULTRALLOY  

Ultralloy Volume Ratio A:B Shotpac # 

800 

805 

806 

807 

910 

910-5 

911 

912 

910 Clear 
910-5 Clear 
911 Clear 
912 Clear 

1:1 

1:1 

1:1 

1:1 

1:1 

1:1 

1:1 

1:1 

1:1 

1:1 

1:1 

1:1 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

SK 11 

   

   

 FILTER-BOND  

Filter-bond Volume Ratio A:B Shotpac # 

   

   

Rigid   

R-3501 4:1 SK 41 

R-30-6-2 4:1 SK41 
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 STERALLOY  

Steralloy Volume Ratio A:B Shotpac # 

   

2021 1:2 SK 21 

2021-5 1:2 SK 21 

   

2056 1:4 SK 41 

2056-5 1:4 SK 41 

2781 4:1 SK 41 

2781-5 4:1 SK 41 

2463 4:1 SK 41 

2501 4:1 SK 41 

 TUFFALLOY  

Tuffalloy Volume Ratio A:B Shotpac # 

   

4270 1:1 SK 11 

4272 1:1 SK 11 

4274 1:1 SK 11 

4275 1:1 SK 11 

   

   

 ULTRACAST  

Ultracast Volume Ratio A:B Shotpac # 

   

All 1:1 SK 11 
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S-RIM Volume Ratio A:B Shotpac # 

    

6260 1:1 SK11 

6261 1:1 SK11 

7240 1:1 SK11 

7241 1:1 SK11 

  

 

 

 

 CASTALLOY  

Castalloy Volume Ratio A:B Shotpac # 

7126 1:1 SK11 

   

   

   

   

   

S-RIM 

OTHER 

 

Certain Hapcast, and Hapcoat products are also compatible with the RAPIDSHOT system. 
Contact Hapco or your Hapco Representative for more information. 

7/08 
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Telephone 

781-826-8801 

 

Toll Free 

877-729-4272 

(SAY-HAPCO) 
 

Fax 

781-826-9544 

 

Email 
Info@hapcoweb.com 

 

Website 

www.hapcoweb.com 

 

353 Circuit Street 
Hanover 
Massachusetts 

02339 

 


